
VAR 
SEE 

X-
SECTIO

NS

CL

VAR 
SEE 

X-
SECTIO

NS

8’12’

4:1
VAR 

SEE 
X-

SECTIO
NS

0.08 0.08 
0.02 

8’ 12’

0.08

GRADE TO THIS LINE

C1 C1

D1

USE TYPICAL NO. 4
0.02

D1

4’

PS
4’

PS

-RP1- STA. 10+ 18.24 TO -RP1- STA. 11+ 46.00

CL

8’12’

0.08 0.08 
0.02 

8’ 12’

0.08

GRADE TO THIS LINE

C1 C1

E1D1

0.02

E1 D1

8’

4’

PS

4’

PS

-RP2-

USE TYPICAL NO. 5

-RP2- STA. 10+ 18.00 TO -RP2- STA. 12+ 05.00

GRADE

POINT

GRADE

POINT

T T 

T 

11"

11"

TYPICAL SECTION NO.  3 

CL

12’

0.08 0.02 

12’

0.08

GRADE TO THIS LINE

-Y4-

12’12’ 13’ 13’

26’34’ 34’

FDPS FDPS

2:1

6:1

SLOPE
SEE X-SECTIONS

VARIABLE 
2:1

15’10’

0.08 0.08 0.02

T E5
U 

E5 T 

4’

6’

C3
E5

6’

4’

E5

CL LANE CL LANE

POINT

CROW N

POINT

CROW N

0.04 0.04

4:1

U 
C3

15.5"
15.5"

EXIST

POINT
GRADE

POINT
GRADE
EXIST

D4 D4D4

C3

VAR SEE X-SECTIONS VAR SEE X-SECTIONS

(6:1 MIN)T 

(6:
1 M

IN
)

SEE X-SECTIONS

VAR. WIDTH

6:1

8’

10’

8’

USE TYPICAL NO. 3

-Y4- STA. 12+ 80.00 TO -Y4- STA. 29+ 70.00

TYPICAL SECTION NO.  4

TYPICAL SECTION NO.  5

D4

C3

ADD 4’ MEDIAN PAVED SHOULDERS

SHOULDER
REPLACE WITH 8’ WIDE STRENGTHENED PAVED
REMOVE EXIST. 8’ PAVED SHOULDER AND

0.02 0.02

0.08

U T 

-RP1EXT- STA. 14+ 00.00 TO STA. 17+ 14.54

NOTE:  INSTALL GUARDRAIL AND REPAIR EXISTING SHOULDER
SLOPE

EXISTING
TIE TO 

6:1 MIN 6:1 M
IN

VAR. VAR.

V1
C4

V1 C4

1)

2)

3)
GRADING OF MEDIAN SLOPES
SEE CROSS - SECTIONS FOR PROPOSED

4)

(SEE CROSS - SECTIONS X-20 TO X-23)

-RP1-

E1

GUIDANCE IN PHASING THE W ORK.
HAS BEEN COMPLETED. REFER TO TMP FOR
TRAFFIC SHIFTS AND MEDIAN CONSTRUCTION
MILL V1 AND FILL C4 THE EXISTING -Y4- LANES AFTER

STA 11+ 46.00 TO 12+ 25.00
RESURFACE AND WIDEN -RP1- AND -RP1EXT-
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E1
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*-RP1- STA. 11+ 46.00 TO STA. 12+ 25.00 LT
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GROUND

EXISTING 

GROUND

EXISTING 

GROUND

EXISTING 

GROUND

EXISTING 

GROUND

EXISTING 

GROUND

EXISTING 

GROUND

EXISTING 

# # # #

#  MILLED RUMBLE STRIPS (SEE STD. 665.01)

T 

U 

C1

C3

D1

E1

W 

E5

EARTH MATERIAL

EXIST. PAVEMENT

3" S9.5B

3" S9.5C

4" B25.0B

E2 5" B25.0B

R2

R1 EXPRESSWAY GUTTER

SHOULDER BERM GUTTER

C2

D2 VARIABLE DEPTH I19.0B

E6 VARIABLE DEPTH B25.0C

E3 VARIABLE DEPTH B25.0B

C4

D3

D4

D5 VARIABLE DEPTH I19.0C

4" B25.0CE4

8.5" B25.0C

VARIABLE DEPTH S9.5B

4" I19.0B

2.5" I19.0C

4" I19.0C

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.

1� " S9.5C

V1 MILL EXIST. PAVEMENT 1� "

VARIABLE DEPTH ASPHALT PAVEMENT 
(SEE STANDARD WEDGING DETAIL

SHEET No. 2A-1)

V2 "�MILL EXIST. PAVEMENT 1� " TO 2
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